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Pinanson Scenic Arts - Broadcast - Professional Sound - A/V
Tech Data CABLE Y FIBRA OPTICA
REF.: 1478 -

Description

i

Tinned copper conductor. Compact
Polyethylene insulation. Tinned Copper braid
shield.

PVC L a (resistant to extreme environment -
309/+1052C) sheath.

Applications

Radiofrequency communications, Data Transmission, Mobile telephony, Rural
Telephony antennas, Radionavigation...
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Physical Characteristics

Inner Conductor Insulation
Material: Material:
CuSn (Tinned Copper) Compact PE (Polyethylene)
Diameter Diameter:
0.9 mm (19 x 0.18) 2.95 mm
Outer Conductor Outer Sheat
Material:
Material: PVC lla (Resistant to extreme conditions -309/105°C)
CuSn (Tinned Copper) braid. Diameter:
Coverage: 5mm
95-97 % Colour:
Mechanical Characteristics
Approximate Weight 36 Kg/Km
Min. Bending Radius 25 mm

Electrical Characteristics

Capacitance 100 pF/m
Impedance h0+2 Q
Propagation Speed 66.6 %
Attenuation
Frequency (MHz) dB/100m
100 15
200 22
500 35
800 53
1000 h9
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Pinanson Scenic Arts - Broadcast - Professional Sound - A/V

Tech Data CABLE Y FIBRA OPTICA
REF.: 1478 -
Environment

RoHS (Restriction of Hazardous Substances)
Applicable Regulations

Conductor Material UNE-EN 60228
Insulating Material UNE-EN 50250

Directive 2002/95/CE
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Pinanson Web: www.pinanson.com
@:pinanson@pinanson.com

PINANSON S.L
Avda. Constitucion, 40. Mondejar (Guadalajara). SPAIN.
Telephone: +34 945 385 444 - Fax: +34 949 385 643

Review: Febrero 2018

For possible changes due to continuous product improvements; Pinanson S.L. reserves the right to
change the showed data in this document without notice. The data presented here correspond to the
time it was compiled.
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